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FEATURES
- High quality aluminum material with excellent thermal performance

- PC reflector

- High lighting efficacy, visual comfort, and product diversification

- Operating Temperature -25°C ~ +55°C

- Available in multi CCT

- Dumming Function & Microwave / Motion Sensor 

  available upon request

PHOTOMETRIC CURVEDIMENSION (mm)

     VETVR1040         VETO-V 10W LED Recessed Downlight 4000K                Ø90                 70                               Ø75      
     VETVR2040         VETO-V 20W LED Recessed Downlight 4000K                Ø110  90                               Ø95
     VETVR3040         VETO-V 30W LED Recessed Downlight 4000K                Ø138  100                             Ø120   
     VETVR4040         VETO-V 40W LED Recessed Downlight 4000K                Ø190                130                             Ø165
     VETVR5050         VETO-V 50W LED Recessed Downlight 4000K                Ø230  135                             Ø200                                 

       Model No.                                  Description   Diameter(mm)          Height(mm)           Cutout (mm)

CHARACTERISTICS
• Wattage                   : 10W ~ 50W

• Input Voltage                  : AC220-240V 50/60Hz

• Light Efficacy                  : ≥100 Lm/W

• Power Factor                  : 0.9

• Color Rendering Index (CRI)      : >80

• Color Temperature CCT              : 3000K / 4000K / 5000K  

• Beam Angle                  : 15° / 24° / 60° (10W)

                                                      : 24° / 36° / 60° (20W / 30W)

                                                      : 24° / 60° (40W / 50W)

• Light Source                  : LED @ 50,000hrs

• Power Source                  : Remote Constant Current Driver

• IP Rating                   : IP20

VETO-V
LED RECESSED DOWNLIGHT

Microwave / Motion Sensor
Available upon request
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