
   Model No.                   Description                                       Voltage   Frequency            Lamp              

REGENT 2000
FLOODLIGHT

FEATURES
• Die cast aluminum housing with cooling fins.

• Finished with epoxy powder paint.

• Standard colour - black.

• Remote Control Gearbox - IP65

• Resistant to corrosive environment.

• Tempered flat glass, resistant thermal,

  shock and impact installed on the body

  with stainless steelexternal screws and

  weatherproof silicon rubber sealing gaskets.

• High reflectance, anodised and polished

  reflector attached in housing.

• The rear cover with built in ignitor and can be

  opened for lamp replacement and maintenance

  without modifying the pointing

  adjusment.

• Internal glare/spill light control arc cut off

  skirt - optional.

• Ceramic lamp holder and silver plated

  contact - Standard E40.

CHARACTERISTICS
• Wattage

• Input Voltage

• Lamp Type

• Electrical Insulation

• Color Temperature

• IP Rating

: 2000W

: AC 220~240V 50/60Hz

: HPS / MH / MBF

: Class 1

: 3000K~6500K

: IP65

DIMENSION (mm) PHOTOMETRIC CURVE

76

RGT00029 Regent 2000 floodlight (E)                        220-240V                    50-60Hz                  E40 
RCP00019 Regent 2000 floodlight 2000W MH C/W Gear & Tube                220-240V                    50-60Hz                  E40              
RCP00021 Regent 2000 floodlight 2000W MH C/W Gear & Tube              380V                       50-60Hz                  E40
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