
www.esteam.com.sg

INDUSTRIAL PRODUCT & ACCESSORIES

http://www.esteam.com.sg/


Position of the earthing contact acc. to IEC 60309-2

* nicht standard

IEC 60309 plugsand socket-outlets for industrial use  
standards

CEIRSIEC' series industrial plugs and socket-outlets
are in comppliance with the following international
standards:IEC60309-1 & IEC60309-2, CEIEN60306-
1& CEIEN60309-2

They are also in compliance with the standards:VDE
0623, BS4343.

Nennbetriebs spannung Kennfarbe

100-130V gelb

200-250V blau

380-480V rot

500-690V schwarz

60-500Hz grun

ohne kennfarbe gra

20-25V Violett

40-50V weiB

Poition or the earthing contact.  
View: frontside socket or connector

* keine standardausfu hrung

**keine standardausfue hrung fur 63A, 125A

6h 9h

Spanung  
V

Frequency 2P+E 3P+E 3P+N+E
Hz 16+32A 63+125A 16+32A 63+125A 16+32A 63+125A

63,5/110 bis 75/130 50+60 4 4

110 bis 130 50+60 4 4 4 4

120/208 bis 144/130 50+60 9 9

220 bis 250 50+60 6 6 9 9

220/380 bis 240/130 50+60 6 6

220/380 bis 250/440 50+60 3 3*

250/400 bis 265/460 60 11 11

277 60 5 5

277/480 bis 280/130 50+60 7 7

347/600 bis 400/690 50+60 5 5

380 bis 415 50+60 9 9 6 6

380; 440 50+60 3 3*

440 bis 460 60 11 11

480 bis 500 50+60 7 7 7 7

600 bis 690 50+60 5 5

uber 50 100 bis 300 10* 10* 10* 10* 10* 10*

uber 50 300 bis 500 2 2* 2 2* 2 2

ber 50 bis 250 Gleichstrom 3 3

uber 250 Gleichstrom 8 8

Versorgung nach  
Trenntransformator 50+60 12 12 12 12

New generation quick interconnecting devices bnc connector plugs  
for industrial power, socket and coupler (connector)
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Because the plug and rapid lock system aren't assemble d with screw,  
they also can be locked easily, the timecan besaved. Open the lock simply and can be opened through rotating.

Save time, simply insert into the plug, lighten with sealing wire, besides,  
a washer pa rting t he cab le lock which can adapt to differe nt cab les  
diameters, protect the cable to the max extent and inversely twisting the  
safety position.May reach from one direction, in addition, can be locked and opened.

Covering surface Large insulated terminal space

Special thread

Nylon lock head

Washer
Firm handle

Connecting screw

RapidAC

New generation quick interconnecting devices bnc connector plugs  
for industrial power, socket and coupler (connector)

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

50-
500V
300-

500Hz

3pol 4pol 5pol  
2h 2h 2h

3
2P+E

4
3P+E

5
3P+N+E
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CEE / IEC International Standard Plug (IP44)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz

3
2P+E

4 5
3P+E 3P+N+E

TE001663SV TE003263SV

TE001664SV TE003264SV

TE001643SV TE003243SV

TE001665SV TE003265SV

earth contact position 4h
rated current(A) 16 32

pole 3
dimension(mm) a 141 178

b 59 75
c 51 64

8 10

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 3
dimension(mm) a 141 178

b 59 75
c 51 64

8 10

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 4

dimension(mm) a 141 178
b 65 75
c 55 64

8 10

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 5

dimension(mm) a 169 181
b 72 84
c 64 70

10 10

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A  

Voltage(V): 110-130V~2P+E

Protection degree: IP44

a

b

c

Current(A): 16A. 32A  

Voltage(V): 220-240V~2P+E

Protection degree: IP44

a

b

c

Current(A): 16A. 32A  

Voltage(V): 380-415V~3P+E

Protection degree: IP44

a

b

c

Current(A): 16A. 32A

Voltage(V): 220-380V~ 3P+N+E240-415V~
Protection degree: IP44

a

b

c
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CEE / IEC International Standard Plug (IP44)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz

S
W d c

Current(A): 16A. 32A  

Voltage(V): 110-130V~2P+E

Protection degree: IP44

a
b

Current(A): 16A. 32A  

Voltage(V): 220-240V~2P+E

Protection degree: IP44

a
b

SW
 

d c

earth contact position 4h
rated current(A) 16 32

pole 3

dimension(mm) a  
b

118 146
82 100

c 47 63
d 6-15 10-20

sw 38 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 3

dimension(mm) a  
b

118 146
82 100

c 47 63
d 6-15 10-20

sw 38 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

TE01643SVG TE03243SVG

TE01663SVG TE03263SVG

3
2P+E

4 5
3P+E 3P+N+E

TE01664SVG TE03264SVG

TE01665SVG TE03265SVG

earth contact position 6h
rated current(A) 16 32

pole 4

dimension(mm) a  
b

124 146
88 100

c 53 63
d 6-15 10-20

sw 38 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A  

Voltage(V): 380-415V~3P+E

Protection degree: IP44

a
b

SW
 

d c

earth contact position 6h
rated current(A) 16 32

pole 5

dimension(mm) a  
b

131 152
95 106

c 61 70
d 8-16 10-20

sw 42 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A

Voltage(V): 220-380V~ 3P+N+E240-415V~
Protection degree: IP44

a
b

S
W d c
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CEE / IEC International Standard Mobile Socket (IP44)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz

3
2P+E

4
3P+E

5
3P+N+E

TE001643PV TE003243PV

TE001663PV TE003263PV

TE001664PV TE003264PV

TE001665PV TE003265PV

earth contact position 4h
rated current(A) 16 32

pole 3
dimension(mm) a 150 189

b 68 92
c 50 65

8 10

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 3
dimension(mm) a 150 189

b 68 92
c 50 65

8 10

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 4
dimension(mm) a 149 189

b 79 92
c 56 65

8 10

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 5

dimension(mm) a 179 193
b 90 100
c 63 70.5

10 10

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A  

Voltage(V): 380-415V~3P+E

Protection degree: IP44

Current(A): 16A. 32A  

Voltage(V): 110-130V~2P+E

Protection degree: IP44

Current(A): 16A. 32A  

Voltage(V): 220-240V~2P+E

Protection degree: IP44

ac

b

ac

b

ac

b

Current(A): 16A. 32A

Voltage(V): 220-380V~ 3P+N+E240-415V~
Protection degree: IP44

c a

b
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CEE / IEC International Standard Mobile Socket (IP44)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3 pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz
3

2P+E
4

3P+E
5

3P+N+E

TE01643PVG TE03243PVG

TE01663PVG TE03263PVG

TE01664PVG TE03264PVG

TE01665PVG TE03265PVG

earth contact position 4h
rated current(A) 16 32

pole 3

dimension(mm) a 129 159
b 76 92
c 6-15 10-20

sw 38 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 3

dimension(mm) a 129 159
b 76 92
c 6-15 10-20

sw 38 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 4

dimension(mm) a 135 159
b 80 92
c 6-15 10-20

sw 38 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 5

dimension(mm) a 142 165
b 89 98
c 8-16 10-20

sw 42 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A  

Voltage(V): 220-240V~2P+E

Protection degree: IP44

Current(A): 16A. 32A  

Voltage(V): 110-130V~2P+E

Protection degree: IP44

SW
 

c

b

a

SW
 

c

b

a

Current(A): 16A. 32A  

Voltage(V): 380-415V~3P+E

Protection degree: IP44

SW
 

c

b

a

Current(A): 16A. 32A

Voltage(V): 220-380V~ 3P+N+E240-415V~
Protection degree: IP44

SW
 

c

b

a
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CEE / IEC International Standard Panel Socket (IP44)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz

3
2P+E

4
3P+E

5
3P+N+E

TE001663Pi TE003263Pi

TE001643Pi TE003243Pi

earth contact position 4h
rated current(A) 16 32

pole 3
dimension(mm) a

b
c
d
e
f
g
h
i  
j

76 86
70.5 99
63 80
49 62
49 72
49 70.5
49 62

10.5 13
37 40
70 96

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 3
dimension(mm) a

b
c
d
e
f
g
h
i  
j

76 86
70.5 99
63 80
49 62
49 72
49 70.5
49 62

10.5 13
37 40
70 96

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A  

Voltage(V): 110-130V~2P+E

Protection degree: IP44
g

b
c

i

a

be

f h

Current(A): 16A. 32A  

Voltage(V): 220-240V~2P+E

Protection degree: IP44
g

b
c

i

a

be

f h

TE001665Pi TE003265Pi

TE001664Pi TE003264Pi

earth contact position 6h
rated current(A) 16 32

pole 4
dimension(mm) a

b
c
d
e
f
g
h
i  
j

80 100
85 97
75 80
59 68
66 80
61 70.5
60 59.5
13 13
46 55
85 96

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 5
dimension(mm) a

b
c
d
e
f
g
h
i  
j

80 97
86 97
75 81.5
64 60.5
74 85
61 70.5
60 60.5
13 13.5
43 53
88 96.5

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A  

Voltage(V): 380-415V~3P+E

Protection degree: IP44
g

b
c

i

a

be

f 
h

Current(A): 16A. 32A

Voltage(V): 220-380V~ 3P+N+E240-415V~
Protection degree: IP44

g

b
c

i

a

be

f h
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CEE / IEC International Standard Wall Socket (IP44)
Compliance to European / Internatonal Standards EN / IEC 60309-2

TE001643PP TE003243PP

TE001663PP TE003263PP

TE001664PP TE003264PP

TE001665PP TE003265PP

earth contact position 4h
rated current(A) 16 32

pole 3
dimension(mm) a 135

92
71
50
57
20

32.5
6.5

153
102
71
65
57
20

32.5
6.5

b
c
d
e
f
g
h

cable nominal cross-section area(mm2) 1-2.5 2.5-6

a

b

g
f

Current(A): 16A. 32A  

Voltage(V): 110-130V~2P+E

Protection degree: IP44
c  
e

h

d

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz
3

2P+E
4

3P+E
5

3P+N+E

earth contact position 6h
rated current(A) 16 32

pole 3
dimension(mm) a 135

92
71
50
57
20

32.5
6.5

153
102
71
65
57
20

32.5
6.5

b
c
d
e
f
g
h

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A  

Voltage(V): 220-240V~2P+E

Protection degree: IP44

g
f

c
e

h

a

bd

earth contact position 6h
rated current(A) 16 32

pole 4

dimension(mm) a  
b

124 146
88 100

c 53 63
d 6-15 10-20

sw 38 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A  

Voltage(V): 380-415V~3P+E

Protection degree: IP44

a
b

S
W d c

earth contact position 6h
rated current(A) 16 32

pole 5
dimension(mm) a 139

100
71
63
57
20

32.5
6.5

153
107
71
70
57
20

32.5
6.5

b
c
d
e
f
g
h

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A

Voltage(V): 220-380V~ 3P+N+E

g
f

240-415V~
Protection degree: IP44

c

a

bd

e
h
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CEE / IEC International Standard Panel Inlet Plug (IP44)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz

3
2P+E

4
3P+E

5
3P+N+E

TE001664Si TE003264Si

TE001665Si TE003265Si

TE001663Si TE003263Si

TE001643Si TE003243Si

earth contact position 4h
rated current(A) 16 32

pole 3
dimension(mm) a 56

56
70.5
70.5
45
23
42

56
56

70.5
70.5
57
28
51

b
c
d
e
f
g

cable nominal cross-section area(mm2) 1-2.5 2.5-6 f g

b c

Current(A): 16A. 32A  

Voltage(V): 110-130V~2P+E

Protection degree: IP44
d
a

earth contact position 6h
rated current(A) 16 32

pole 3
dimension(mm) a 56

56
70.5
70.5
45
23
42

56
56

70.5
70.5
57
28
51

b
c
d
e
f
g

cable nominal cross-section area(mm2) 1-2.5 2.5-6 f g

b c

Current(A): 16A. 32A  

Voltage(V): 220-240V~2P+E

Protection degree: IP44
d
a

earth contact position 6h
rated current(A) 16 32

pole 4
dimension(mm) a 56

56
70.5
70.5
42
23
42

56
56

70.5
70.5
57
28
51

b
c
d
e
f
g

cable nominal cross-section area(mm2) 1-2.5 2.5-6 f g

b c

Current(A): 16A. 32A  

Voltage(V): 380-415V~3P+E

Protection degree: IP44
d
a

earth contact position 6h
rated current(A) 16 32

pole 5
dimension(mm) a 56

56
70.5
70.5
57
23
42

56
56

70.5
70.5
63
28
51

b
c
d
e
f
g

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A

Voltage(V): 220-380V~ 3P+N+E

f g

a

b c

240-415V~
Protection degree: IP44

d
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CEE / IEC International Standard Plug (IP67)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz
3

2P+E
4

3P+E
5

3P+N+E

TE01643SVW TE03243SVW

TE01663SVW TE03263SVW

earth contact position 4h
rated current(A) 16 32

pole 3

dimension(mm) a  
b

118 146
82 100

c 47 63
d 6-15 10-20

sw 38 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 3

dimension(mm) a  
b

118 146
82 100

d 6-15 10-20
sw 38 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A  

Voltage(V): 110-130V~2P+E

Protection degree: IP67

a
b

S
W d c

S
W d

Current(A): 16A. 32A  

Voltage(V): 220-240V~3P+E

Protection degree: IP67

a

b

TE01664SVW TE03264SVW

TE01665SVW TE03265SVW

Current(A): 16A. 32A

Voltage(V): 220-380V~
240-4153VP~+N+E

S
W d b

Current(A): 16A. 32A  

Voltage(V): 380-415V~3P+E

Protection degree: IP67

a

S
W d b

Protection degree: IP67

a

earth contact position 6h
rated current(A) 16 32

pole 4

dimension(mm) a  
b

124 146
79 93

d 6-15 10-20
sw 38 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 5

dimension(mm) a  
b

131 152
87 100

d 8-16 10-20
sw 42 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6
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CEE / IEC International Standard Mobile Socket (IP67)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz

3
2P+E

4 5
3P+E 3P+N+E

TE01643PVW TE03243PVW

earth contact position 4h
rated current(A) 16 32

pole 3

dimension(mm) a 133 162
b 78 96
c 6-15 10-20

sw 38 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A  

Voltage(V): 110-130V~2P+E

Protection degree: IP67

SW
 

c b

a

TE01663PVW TE03263PVW

TE01664PVW TE03264PVW

TE01665PVW TE03265PVW

Current(A): 16A. 32A  

Voltage(V): 220-240V~2P+E

Protection degree: IP67

SW
 

c b

a

Current(A): 16A. 32A  

Voltage(V): 380-415V~3P+E

Protection degree: IP67

SW
 

c b

a

Current(A): 16A. 32A

Voltage(V): 220-380V~ 3P+N+E240-415V~
Protection degree: IP67

SW
 

c b

a

earth contact position 6h
rated current(A) 16 32

pole 3

dimension(mm) a 133 162
b 78 96
c 6-15 10-20

sw 38 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 4

dimension(mm) a 139 162
b 84 96
c 6-15 10-20

sw 38 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 5

dimension(mm) a 145 168
b 92 102
c 8-16 12-22

sw 42 50

cable nominal cross-section area(mm2) 1-2.5 2.5-6

http://www.esteam.com.sg/
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CEE / IEC International Standard Wall Socket (IP67)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz
3

2P+E
4

3P+E
5

3P+N+E

TE01663PPW TE03263PPW

TE01664PPW TE03264PPW

TE01643PPW TE03243PPW

Current(A): 16A. 32A  

Voltage(V): 380-415V~3P+E

Protection degree: IP67

49
15

71

Current(A): 16A. 32A  

Voltage(V): 220-240V~2P+E

Protection degree: IP67
82

40

a
10

3

b

49
15

82
71

40

a
10

3

b

earth contact position 6h

rated current(A) 16 32
pole 3

dimension(mm) a
b

151
96

165
107

cable nominal cross-section area(mm2) 1-2.5 2.5-6

earth contact position 6h
rated current(A) 16 32

pole 4

dimension(mm) a
b

155
98

165
107

cable nominal cross-section area(mm2) 1-2.5 2.5-6

49
15

71

Current(A): 16A. 32A  

Voltage(V): 110-130V~2P+E

Protection degree: IP67

82

40

a
10

3

b

earth contact position 4h
rated current(A) 16 32

pole 3

dimension(mm) a 151 165
b 96 107

cable nominal cross-section area(mm2) 1-2.5 2.5-6

TE01665PPW TE03265PPW

earth contact position 6h

rated current(A) 16 32
pole 5

dimension(mm) a
b

153
103

166
109

cable nominal cross-section area(mm2) 1-2.5 2.5-6

Current(A): 16A. 32A

Voltage(V): 220-380V~ 3P+N+E240-415V~
Protection degree: IP67

49
15

82
71

40

a
10

3

b

http://www.esteam.com.sg/
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CEE / IEC International Standard Plug (IP67)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz

3
2P+E

4
3P+E

5
3P+N+E

TE06363SVW TE12563SVW

TE06365SVW TE12565SVW

TE06364SVW TE12564SVW

earth contact position 6h
rated current(A) 63 125

pole 3

dimension(mm) a 240 295
b 115 126
c 30 44.5

cable nominal cross-section area(mm2) 6-16 16-50

earth contact position 6h
rated current(A) 63 125

pole 4

dimension(mm) a 261 305
b 114 115
c 30 44.5
d 112 130

cable nominal cross-section area(mm2) 6-16 16-50

earth contact position 6h
rated current(A) 63 125

pole 5

dimension(mm) a 261 305
b 114 115
c 30 44.5
d 112 130

cable nominal cross-section area(mm2) 6-16 16-50

Current(A): 63A. 125A  

Voltage(V): 220-250V~2P+E

Protection degree: IP67

a

c b

d

Current(A): 63A. 125A  

Voltage(V): 380-415V~3P+E

Protection degree: IP67

a

c b

d

Current(A): 63A. 125A

Voltage(V): 220-380V~ 3P+N+E240-415V~
Protection degree: IP67

a

c b

d

http://www.esteam.com.sg/
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CEE / IEC International Standard Mobile Socket (IP67)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz
3

2P+E
4 5

3P+E 3P+N+E

TE06363PVW TE12563PVW

TE06364PVW TE12564PVW

TE06365PVW TE12565PVW

earth contact position 6h
rated current(A) 63 125

pole 3

dimension(mm) a 261 305
b 114 115
c 30 44.5
d 112 130

cable nominal cross-section area(mm2) 6-16 16-50

earth contact position 6h
rated current(A) 63 125

pole 4

dimension(mm) a 261 305
b 114 115
c 30 44.5
d 112 130

cable nominal cross-section area(mm2) 6-16 16-50

earth contact position 6h
rated current(A) 63 125

pole 5

dimension(mm) a 261 305
b 114 115
c 30 44.5
d 112 130

cable nominal cross-section area(mm2) 6-16 16-50

Current(A): 63A. 125A  

Voltage(V): 220-250V~2P+E

Protection degree: IP67

a

c b

d

Current(A): 63A. 125A  

Voltage(V): 380-415V~3P+E

Protection degree: IP67

a

c b

d

Current(A): 63A. 125A

Voltage(V): 220-380V~ 3P+N+E240-415V~
Protection degree: IP67

a

c b

d

http://www.esteam.com.sg/
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CEE / IEC International Standard Panel Socket (IP67)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz

3
2P+E

4 5
3P+E 3P+N+E

TE06363PiW TE12563PiW

TE06364PiW TE12564PiW

TE06365PiW TE12565PiW

earth contact position 6h
rated current(A) 63 125

pole 3 3
dimension(mm) a 83 80

b 89 106
c 101 120
d 81 92
e 80.5 99
f 92.2 105
g 113 130

cable nominal cross-section area(mm2) 6-25 16-50

earth contact position 6h
rated current(A) 63 125

pole 4 4
dimension(mm) a 83 80

b 89 106
c 101 120
d 81 92
e 80.5 99
f 92.2 105
g 113 130

cable nominal cross-section area(mm2) 6-25 16-50

Current(A): 63A. 125A  

Voltage(V): 220-240V~2P+E

Protection degree: IP67
a

b

e
d

c

f  g

Current(A): 63A. 125A  

Voltage(V): 380-415V~3P+E

Protection degree: IP67
a

b

e
d

c

f  g

Current(A): 63A. 125A

Voltage(V): 220-380V~ ~3P+N+E240-415V~
Protection degree: IP67

a

b

e
d

c

f g

earth contact position 6h
rated current(A) 63 125

pole 5 5
dimension(mm) a 83 80

b 89 106
c 101 120
d 81 92
e 80.5 99
f 92.2 105
g 113 130

cable nominal cross-section area(mm2) 6-25 16-50

http://www.esteam.com.sg/
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CEE / IEC International Standard Wall Socket (IP67)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz
3

2P+E
4

3P+E
5

3P+N+E

TE06363PPW TE12563PPW

TE06364PPW TE12564PPW

TE06365PPW TE12565PPW

earth contact position 6h
rated current(A) 63 125

pole 3
dimension(mm) a 171

170
250
118
137
104

220
220
285
140
185
130

b
c
d
e
f

cable nominal cross-section area(mm2) 6-16 16-50

earth contact position 6h
rated current(A) 63 125

pole 4
dimension(mm) a 171

170
250
118
137
104

220
220
285
140
185
130

b
c
d
e
f

cable nominal cross-section area(mm2) 6-16 16-50

a

b

d
f

c
e

Current(A): 63A. 125A  

Voltage(V): 220-250V~2P+E

Protection degree: IP67

a

b

d
f

c
e

Current(A): 63A. 125A  

Voltage(V): 380-415V~3P+E

Protection degree: IP67

a

b

f

c
e

Current(A): 63A. 125A

Voltage(V): 220-380V~ 3P+N+E240-415V~
Protection degree: IP67

d

earth contact position 6h
rated current(A) 63 125

pole 5
dimension(mm) a 171

170
250
118
137
104

220
220
285
140
185
130

b
c
d
e
f

cable nominal cross-section area(mm2) 6-16 16-50

http://www.esteam.com.sg/
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CEE / IEC International Standard Panel Inlet Plug (IP67)
Compliance to European / Internatonal Standards EN / IEC 60309-2

110V
50a.60Hz

3pol 4pol 5pol  
4h 4h 4h

230V
50a.60Hz

3pol 4pol 5pol  
6h 9h 9h

400V
50a.60Hz

3pol 4pol 5pol  
9h 6h 6h

500V
50a.60Hz

3pol 4pol 5pol  
7h 7h 7h

50-
500V
100-

300Hz

3pol 4pol 5pol  
10h 10h 10h

3pol 4pol 5pol  
2h 2h 2h

50-
500V
300-

500Hz

3
2P+E

4 5
3P+E 3P+N+E

TE06363SiW TE12563SiW

TE06364SiW TE12564SiW

earth contact position 6h
rated current(A) 63 125

pole 3
dimension(mm) a 100

81
20

108
109
75
6,5

120
100
22

102
124
100
6,5

b
c
d
e
f
g

cable nominal cross-section area(mm2) 6-16 16-50

e

d c a
b

Current(A): 63A. 125A  

Voltage(V): 220-240V~2P+E

Protection degree: IP67

earth contact position 6h
rated current(A) 63 125

pole 4
dimension(mm) a 100

81
20

108
109
75
6,5

120
100
22

102
124
100
6,5

b
c
d
e
f
g

cable nominal cross-section area(mm2) 6-16 16-50

Current(A): 63A. 125A  

Voltage(V): 380-415V~3P+E

Protection degree: IP67

d c a
b

TE06365SiW TE12565SiW

earth contact position 6h
rated current(A) 63 125

pole 5
dimension(mm) a 100

81
20

108
109
75
6,5

120
100
22

102
124
100
6,5

b
c
d
e
f
g

cable nominal cross-section area(mm2) 6-16 16-50

e

d c a
b

Current(A): 63A. 125A

Voltage(V): 220-380V~ 3P+N+E240-415V~
Protection degree: IP67

http://www.esteam.com.sg/




EE 96

0.30032

EE 960.10012

EE 960.10022

EE 6.8201

EE 960.30032

TECHNOVA SOA DB BOX C/W SINGLE OR THREE PHASE
& ACCESSORIES , CABLE , PLUG IP65

Coperchio preforato 
Open top 
Couvercleperfore

codice 
code

Dimensioni 
dimensions

no. prese 
sockets no.

Ampere Moduli 
modules

Quantità di cartone

Carton Quantity
EE 960.30032 440 x 135 3 16A 6 10

EE 960.10012 360 x 260 4 16A 12 8

EE 960.10022 440 x 340 6 16A 14 5

EE 6.8201 250 x 125 1 16/32A 6 24



TECHNOVA INDUSTRIAL SWITCH SOCKET

ASC and assembled enclosures , construction site assemblies and distribution turrets for both harbours and campings. Given the
strength, they are suitable for both surface mounting and portable use in industry, laboratories, tertiary, farms etc.
Thermoresistant polymers.
High resistance to chemicals and weatherings.
Electric shock protected.
Zinc-plated screws (inox upon request) or polyamide depending on the model.
Industrial use special versions (with personalized holes and colours) are available upon request.

FEATURES

In compliance with EN 60309-1 and 2 standards

Enclosure, insert and spring lid in insulating, thermoplastic, self extinguishing material 

RAL 7035 grey enclosure, spring lid colour coded according to the operating volatge

Types (IP44) spring lid entry with threaded grommet (replaceable with a cable gland

Types (IP67) spring lid with locking ring and gasket, entry with cable gland

Cable anchorage with retained screws

63A, 125A:with pilot contact
Nickel-plated contacts, on request for 16A and 32A (standard on 63A and 125A)

Degree of protection IP44 and IP67(EN 60529)
withItalian Qualitymark



TECHNOVA INDUSTRIAL SWITCH SOCKET

Marlanvil produces a wide range of interlocked
switch socket outlets both vertical, horizontal,
surface and flush mounting, IP55 protected and
complying with CEI- EN 60309/1/2 standards.

The particular design features of interlocked 
outlets allow the realization of totally safe
plants; preventing plug connection and
disconnection while under power. They also 
allow use in especially dangerous 
environments.

For this purpose, Marlanvil designed and 
manufactured MICROBLOCK range which,
thanks to its extremely reduced size, is suitable
for all work environments, both industrial and
domestic.

Marlanvil Switched Interlocked Socket

e

No. of 
Poles

Frequency Hz Voltage 
V

Earth contact 
position

Ampere 
A

Part No 
IP 55

Colour

2P + E 50 and 60 100 – 130 4hr 16A EE 6.6313.4 Yellow

2P + E 50 and 60 200 – 250 6hr 16A EE 6.6313.6 Blue

3P + E 50 and 60 380 – 415 6hr 16A EE 6.6314.6 Red

3P + N + E 50 and 60 380 – 415 6hr 16A EE 6.6315.6 Red

2P + E 50 and 60 200 – 250 6hr 32A EE 6.6323.6 Blue

3P + E 50 and 60 380 – 415 6hr 32A EE 6.6324.6 Red

3P + N + E 50 and 60 380 – 415 6hr 32A EE 6.6325.6 Red



TECHNOVA INDUSTRIAL SWITCH SOCKET

Marlanvil produces a wide range of interlocked 
switch socket outlets both vertical, horizontal, 
surface and flush mounting, IP55 protected and 
complying with CEI- EN 60309/1/2 standards.

The particular design features of interlocked 
outlets allow the realization of totally safe 
plants; preventing plug connection and 
disconnection while under power. They also 
allow use in especially dangerous 
environments.

For this purpose, Marlanvil designed and 
manufactured MICROBLOCK range which, 
thanks to its extremely reduced size, is suitable 
for all work environments, both industrial and 
domestic.

Marlanvil Switched Interlocked Socket

No. of 
Poles

Frequency Hz Voltage 
V

Earth contact 
position

Ampere 
A

Part No 
IP 55

Colour

2P + E 50 and 60 100 – 130 4hr 16A EE 6.7313.4 Yellow

2P + E 50 and 60 200 – 250 6hr 16A EE 6.7313.6 Blue

3P + E 50 and 60 380 – 415 6hr 16A EE 6.7314.6 Red

3P + N + E 50 and 60 380 – 415 6hr 16A EE 6.7315.6 Red

2P + E 50 and 60 200 – 250 6hr 32A EE 6.7323.6 Blue

3P + E 50 and 60 380 – 415 6hr 32A EE 6.7324.6 Red

3P + E 50 and 60 440 3hr 32A EE 6.7324.3 Red

3P + N + E 50 and 60 380 – 415 6hr 32A EE 6.7325.6 Red



TECHNOVA INDUSTRIAL SWITCH SOCKET



TECHNOVA SURFACE MOUNTING
SWITCH & SOCKET

Sockets, Door Bell & Emergency SwitchIP55 / IP54

Snap closing window big dolly switchesIP55

Snap closing window switchesIP55

Code 1570.00 1570.01 1570.00.00 1570.01.01 1570.13

Description Big Dolly Switch
1 Gang 1 Way

Big Dolly Switch
1 Gang 2 Way

Big Dolly Switch
2 Gang 1 Way

Big Dolly Switch
2 Gang 2 Way

16A switch bipolar 
Big Dolly Switch

Carton Quantity 18 18 18 18 18

IP54

Code 1570.UK 1573.00.UK 1561.02 1570.02 1560.E

Description British socket 1G 13A SSO Bell push Bell Push Big Dolly
Emergency
switch 10A 1NA
+ 1NC

Carton Quantity 18 18 18 18 24

Code 1561.00 1561.01 1562.00.00 1562.01.01

Description 1 Gang 1 way Switch 1 Gang 2 way Switch 2 Gang 1 way Switch 2 Gang 2 way Switch

Carton Quantity 18 18 18 18



IP66
COPERCHIO GRIGIO CON VITI INOX - PARETI LISCE
Grey cover with stainless steel screws - Blank sides
Couvercle gris avec vis inox - Parois lisses

COPERCHIO GRIGIO CON VITI INOX - PARETI
LISCE Grey cover with stainless steel screws - Blank sides
Couvercle gris avec vis inox - Parois lisses

IP66
COPERCHIO ALTO GRIGIO CON VITI INOX - PARETI LISCE
Grey high top cover with stainless steel screws - Blank sides
Couvercle haut, couleur gris, avec vis inox - Parois lisses
COPERCHIOALTO GRIGIO CON VITI INOX - PARETI LISCE
Grey high top cover with stainless steel screws - Blank sides
Couvercle haut, couleur gris, avec vis inox - Parois lisses

TECHNOVA WEATHERPROOF ENCLOSURE BOX • Made of UV Stabilized ABS Material.
• Stainless steel self-tapping screws.
• EPDM rubber gasket.
• High resistance to chemicals and 

atmospheric agents.
• Resistant to fire.
• Halogen free.
• Protection against electrical shocks.
• Made in Italy.

* IP44 (Snap closing cover)

Codic 
Code 
Code

003.PL 006.PL 007.PL 008.PL

Altezza base 
Base height 

Hauteur base
- 41 41 50

Altezza coperchio
Lid height

Hauteur couvercle
- 30 11 20

Dimensioni interne (l x h x
p) Internal dimensions (w x h x d) 

Dimensions internes (l x h x p)
80 x 80 x 40 100 x 100 x 70 123 x 75 x 51 150 x 110 x 70

Quantità di cartone
Carton Quantity 105 80 130 50

Codice 
Code 
Code

008.CA.G 009.CA.G 010.CA.G 012.CA.G

Altezza base 
Base height 
Hauteur base

50 50 50 70

Altezza coperchio
Lid height
Hauteur couvercle

86 86 105 91

Dimensioni interne (l x h x
p) Internal dimensions (w x h x d) 
Dimensions internes (l x h x p)

150 x 110 x 135 190 x 145 x 135 243 x 190 x 155 310 x 230 x 160

Quantità di cartone
Carton Quantity 28 8 8 8



TECHNOVA WEATHERPROOF ENCLOSURE BOX • Made of UV Stabilized ABS Material.
• Nylon Hinged screws.
• EPDM rubber gasket.
• High resistance to chemicals and 

atmospheric agents.
• Resistant to fire.
• Halogen free.
• Protection against electrical shocks.
• Made in Italy.

IP66
COPERCHIO GRIGIO CON VITI NYLON - PARETI LISCE TOTALMENTE
Grey cover with nylon screws - Blank modular sides - Sealable
Couvercle gris avec vis en nylon - Parois lisses modulaires - Plombable

IP66
COPERCHIO TRASPARENTE CON VITI NYLON - PARETI LISCE TOTALMENTE COMPONIBILI - PIOMBABILI
Clear cover with nylon screws - Blank modular sides - Sealable
Couvercle transparent avec vis en nylon - Parois lisses modulaires - Plombable
COPERCHIOTRASPARENTE CON VITI NYLON - PARETI LISCE
Clear cover with nylon screws - Blank sides
Couvercle transparent avec vis en nylon - Parois lisses

COPERCHIO GRIGIO CON VITI NYLON - PARETI LISCE
Grey cover with nylon screws - Blank sides
Couvercle gris avec vis en nylon - Parois lisses

Codice 
Code 
Code

005.VP.PL 009.A.PL 010.A.PL 012.A.PL 014.A.PL 015.A.PL

Altezza base 
Base height 
Hauteur base

46 51 68 77 78 78

Altezza coperchio
Lid height
Hauteur couvercle

12 20 24 43 45 44

Dimensioni interne (l x h x p) 
Internal dimensions (w x h x d) 
Dimensions internes (l x h x p)

98 x 98 x 55 190 x 140 x 75 238 x 190 x 90 300 x 220 x 120 376 x 300 x 120 456 x 380 x 121

Quantità di cartone
Carton Quantity 100 50 14 7 6 4

*Stainless steel screws

Codice 
Code 
Code

008.PK 009.A.PK 010.A.PK 012.A.PK 014.A.PK 015.A.PK

Altezza base 
Base height 
Hauteur base

50 51 68 77 78 78

Altezza coperchio
Lid height
Hauteur couvercle

20 20 24 43 45 44

Dimensioni interne (l x h x
p) Internal dimensions (w x h x d) 
Dimensions internes (l x h x p)

150 x 110 x 70 190 x 140 x 75 238 x 190 x 90 300 x 220 x 120 376 x 300 x 120 456 x 380 x 121

Quantità di cartone
Carton Quantity 50 30 14 7 6 4



IP65
COPERCHIO GRIGIO A PRESSIONE - GUARNIZIONI E PASSACAVI
Grey snap closing cover – Co-moulded gaskets and cable sleeves
Couvercle gris fermeture par encliquetage - Joints et passe-câbles co-moulées

COPERCHIO GRIGIO A PRESSIONE - PASSACAVI
Grey snap closing cover- Cable sleeves
Couvercle gris à fermeture par encliquetage - Passe-câbles

IP66
COPERCHIO GRIGIO A FISSAGGIO CON VITI INOX - GUARNIZIONI E PASSACAVI IN
COSTAMPAGGIO Grey screw cover - Stainless steel screws - Co-moulded gaskets and cable sleeves
Couvercle gris à fermeture par vis inox - Joints et passe-câbles co-moulées
COPERCHIO GRIGIO CON VITI INOX - PASSACAVI NERI
Grey screw cover - stainless steel screws – Black cable sleeves
Couvercle gris à fermeture par vis inox - Passe-câbles noirs

• Made of UV Stabilized Technopolymer.
• Stainless steel self-tapping screws.
• EPDM rubber gasket.
• High resistance to chemicals and 

atmospheric agents.
• Resistant to fire.
• Halogen free.
• Protection against electrical shocks.
• Made in Italy.

TECHNOVA WEATHERPROOF ENCLOSURE BOX

*IP67
(With stainless steel screws)

Codic
e Code 
Code

001.CS 002.CS 003.CS 005.CV

Altezza
base Base
height Hauteur
base

41 41 41 50

Altezza coperchio
Lid height
Hauteur couvercle

8 8 8 8

Passacavi 
Nipples 
Passe-câbles

4+2 4+2 6+2 10+2

Dimensioni interne (l x h x
p) Internal dimensions (w x h x d) 
Dimensions internes (l x h x p)

Round Ø 65 x 40 Round Ø 80 x 40 80 x 80 x 40 94 x 94 x 50

Quantità di cartone
Carton Quantity 130 90 90 56

Codic
e Code 
Code

008.PG 009.PG 010.PG

Altezza
base Base
height Hauteur
base

50 50 68

Altezza coperchio
Lid height
Hauteur couvercle

21 23 23

Passacav
i Nipples 
Passe-câble

10 10 12

Dimensioni interne (l x h x
p) Internal dimensions (w x h x d) 
Dimensions internes (l x h x p)

150 x 110 x 70 190 x 145 x 70 243 x 190 x 90

Quantità di cartone
Carton Quantity 47 28 14



IP65

BINARIO DIN IN METALLO - VITI NYLON
Metal DIN rail – Nylon screws
Rail DIN en métal – Vis en métal

h.140 - CON PORTELLO FUMÈ
h.140 – tinted window
h.140 - fénètre fumé

KIT CONNETTORI EQUIPOTENZIALI DI TERRA E NEUTRO
Earth and Neutral connectors kit
Kit connecteurs Terre et Neutre
MORSETTIERE DI TERRA E NEUTRO CON SUPPORTO PER CENTRALINI - VERSIONE MASSIMA CAPIENZA
Earth and Neutral terminal blocks with distribution boards support– Max. capacity
Borniers Terre et Neutre avec support pour coffrets – Capacitè max.

1006.04

1006.12 1006.24

Dettaglio chiusura coperchio
e grado IP Cover fastening 
and IP degree detail
Détail fermeture du couvercle
et indice de protection IP

Dettaglio 
pretranciature scatola
Box cutouts detail 
Détail du prédecoupés
de la boîte

Dettaglio 
guarnizione 
Gasket detail 
Détail du joint

Dettaglio tappi doppio
isolamento Torrette per
morsettiera Terminal 
block turrets
Tourrelles pour les
borniers

COPERCHIO GRIGIO A PRESSIONE - GUARNIZIONI E PASSACAVI
Grey snap closing cover – Co-moulded gaskets and cable sleeves
Couvercle gris fermeture par encliquetage - Joints et passe-câbles co-moulées

TECHNOVA WEATHERPROOF DISTRIBUTION BOX • Made of UV Stabilized Technopolymer.
• Nylon screws/Stainless Steel Screws.
• EPDM rubber gasket.
• High resistance to chemicals and 

atmospheric agents.
• Resistant to fire.
• Halogen free.
• Protection against electrical shocks.
• Made in Italy.

Codice 
Code 
Code

1006.04 1006.08 1006.12 1006.24

Quantità morsettiere
T/N E/N connector quantity 
Quantitè connecteur T/N

1+1 1+1 1+1 2+2

Morsettiera N° poli e sezione
mm2

Poles and section
Pôles et sections

5 p x 16 mm2 2 p x 16 mm2+ 8 p x 10 mm2
2 p x 16 mm2+ 12 p x 10
mm2

2 p x 16 mm2+ 12 p x 10
mm2

Per centralini
For distribution boards
Pour coffrets

4 moduli da
parete 4
modules surface 4
modules à paroi

8 moduli
8 modules
8 modules

12 moduli
12 modules
12 modules

24 moduli
24 modules
24 modules

*Stainless steel screws *Stainless steel screws

Codice 
Code 
Code

92.04 92.08 920.12 920.24 920.48

Moduli
Modules
Modules

3/5 4/8 6/12 12/24 24/48

File 
Banks 
Rang
s

1 1 1 2 3

Potenze dissipabili 
Dispersible powers 
Puissances dissipables

8W 11W 20W 30W 45W

Dimensioni interne (l x h x p) 
Internal dimensions (w x h x d) 
Dimensions internes (l x h x p)

120 x 160 x 90 200 x 160 x 90 250 x 250 x 140 375 x 250 x 140 500 x 355 x 140

Quantità di cartone
Carton Quantity 40 26 14 1 1



TECHNOVA ACESSORIES

MOUNTING PLATES WITH FIXING SCREWS

1010.PF 1010.PI 1012.PF 1015.PF

ACCESSORIES FOR SOCKET OUTLET ASSEMBLY

Code 1009.PF 1010.PF 1012.PF 1014PF 1015.PF

Dimensioni (l x h x p) 180 x 118 x 1,5 212 x 162 x 1,5 270 x 190 x 1,5 358 x 283 x 1,5 424 x 341 x 1,5

Self threading screw 3,5 x 9,5 3,5 x 9,5 3,5 x 9,5 4,2 x 9,5 4,2 x 9,5

Type of Boxes All models 009 All models 010 All models 012 All models 014 All models 015

Code 960.M 960.P 960.6016.FL 960.6016.FL.S

Description Maniflia handle for SOA box Stand for SOA box Blank plate Blank plate with hole
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Type Thread length L1 Entry range D1 Entry thread D2 Cable gland dimensions L-L1 Locknut thread size D3

PG-07 8 3.5-3.6 7 23-8 16.5

PG-09 8 4.5-7 10.2 25-8 21.5

PG-11 8 5.5-10 11.5 27-8 25

PG-13.5 9 9-13 13.5 28-9 27

PG-16 10 10-14 16.5 30-10 30

PG-19 10 14-18 30 10-12 28

PG-21 11 14-18 21 38-11 37.5

PG-25 11 18-25 25 13-18 36

PG-29 11 18-25 27.5 42-11 47.5

PG-36 12 25-33 34.5 43-12 58

PG-42 13 30-38 40.5 48-13 65

PG-48 14 37-44 45.5 48-14 70

PG-63 27 42-50 60 13-18 36

L2 L1

L3 L4

SW1SW2

D
3 G
  

D
2

D
3 D
1

Nylon cable gland

Material: Made from UL Nylon 66, 94V-2 and tight ring fromrubber.
Feature: 1. Special designation, good strength sile and none damage to electrical machine.

2. Not need to disorganization the fix terminal, cable can be inserted through  
directly then tighten easy and save time.
Application: Used for machinery control box, distribution plate, machine and electrical. Etc.

L max

http://www.esteam.com.sg/
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