FEATURES

COMET SMART

LED HIGHBAY WITH SENSOR / MESH CONTROL

- High pressure die-cast aluminium alloy housing

- Corrosion resistant

- Finished with polyester powder paint

- Standard colour black

- Clear acrylic protector

- Integral control gear mounted on the housing for easy maintenance

- Operating temperature (Ta) - 10°C ~ 40°C

- 3 seconds easy plug-in scalability

- Plug & Play operation to meet code and simplify installation

- ZIgbee add-on, provide mesh network smart lighting control

- Smart wireless controller & occupancy sensor

DIMENSION (mm)

Model No.

COMO06060
COM10060
COM12060
COM15060
COM20060
COM24060

Description
COMET LED Highbay 60W
COMET LED Highbay 100W
COMET LED Highbay 120W
COMET LED Highbay 150W
COMET LED Highbay 200W
COMET LED Highbay 240W

CHARACTERISTICS
« Wattage

« Input Voltage

« Light Efficacy

» Power Factor

1 60W ~ 240W

1 100~277V 50/60Hz
12130 Lm/W

:>0.95

« Colour Rendering Index (CRI)  : 270

 Color Temperature CCT
« Light Source

« IP Rating

« IK Rating

PHOTOMETRIC CURVE
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1 3000K ~ 6000K

: LED @ 50,000hrs
: 1P65

: IK08
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B(mm)
138.5
138.5
138.5
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C(mm)
96
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96
96
96



